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Shear strength at break: 
2,5 N/mm² 

 

E-module (5-10%):  
5,0 N/mm² 

CERTIFICATES/REGISTRATIONS

 

MS Screen Bond HD is 
registered by BASTA. 

   

 

 

 

 

 

 

 

 

https://veidec.com/en/msds
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Fixation, clamping time for MS Screen Bond HD. The Green Strenght. 

The chart above shows the shear strenght build up directly after assembly off the 

window for MS Screen Bond HD (MSH). MSH holds 3000 Pa (N/m²) direct and ca 

12000 Pa after 1h at 20˚C/50RH.  

For a windscreen of 2,5 x 1,5 meter (5m+3m) and width of 20mm the total adhesion 

surfaces are 8,0 x 0,02 meters = 0,16m².  

MS Screen Bond HD (MSH) has a initial value of 3000 Pa (48kg at 0,16m²) directly at 

assambly and 192kg (1920N) after 1h. Note! These data shall only be used as 

information for fixation time and not when the vehicle can be returned to service. 

These data are produced at 20°C and 50% RH. A lower RH value will lower these 

data (slower and less strong) but is similar at 20°C and 40-45% RH. At humidity at 

≤20RH the curing time and strength build up is very low and can stop. Humidity ≥ 50 

% at 20°C accelerate strength the curing time and strength build by 40 % and more. 

Water or moister can be applied directly on the bead to accelerate curing time even 

more but if water gets between the surfaces less adhesion will be an unwanted 

effect.  These data is valid regardless if the adhesives are used on old MS, PU or 

hybrids.        
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At 20˚C och 50% relative humidity, (i.e. 9 gram water/m³ ) with a total adhesion surface of  0,12m³, 1MPa ~ 100N/cm²        

Shear strength      MS Screen Bond HD                                                            

Hours                     MPa  /  kg                                                                                                                  

After 6 hours        0,35 / 5.600kg                                                                                                          

After 15 hours      0,78 / 12.480kg                                                                                                                 

After 18 hours      0,94 / 15.040kg                                                                                                        

After 24 hours      1,13 / 18.080kg                                                                                                         

After 48 hours      1,59 / 25.440kg                                                                                                           

After 72 hours      2,07 / 33.120kg                                                                                                         

After 168 hours    2,15 / 34.400kg                                                                       

 
Elastic strength / E-modulus (5-10%)  
 
After 168 hours     5,0 / 80.000kg                                                                      
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